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Our Company

Founded in 1978, CVG ALUNASA manufactures and markets

rolled aluminum from primary ingot.

Located in Esparza, Costa Rica, it is the only company of its type in
Central America and the Caribbean.
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Our Products

CVG ALUNASA has extensiveexperiencein the fabrication

of industrialfoil, laminatedfoil, coatedindustrial foil, institutional
foil, householdfolil, interfolded sheets fin stock,coiledstrip,
coiledsheetandcircles

Our productsare divided into 4 families:;

1.

2.
3.
4

Circles

Industrial Foil for Specialities
Laminatedand CoatedFoll
FinishedProduct
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1. Circles, Coiled Sheet and Coiled Strip

A Products laminated with thicknesses between 0,5 mm and 3 mr

A Circles, coiled sheet and coiled strip the manufacture of pots,
lamps and other articles.

A Coiled sheets and coiled strip for the metalmechanics industry,
construction and transport.
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1. Circles, Coiled Sheet and Coiled Strip

Circles Product supplied by CVG ALUNASA
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Diameter (mm) 100 to 1050 = ’]; | |
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Thickness (mm) 0.5t03 [ RS &
Alloys 1050/1100/1200 > R
Tempers 0, H12, H14, H16
P and H18
Finish Mill Finish
Minimal order per item 200 kg

Products manufactured by
our costumers
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1. Circles, Coiled Sheet and Coiled Strip

Coiled Sheet

Cut to length

Product supplied by
CVG ALUNASA

Specification Coiled Sheet Sheet
Width (mm) 500 to 1500 100 to 1200
Length (mm) N/A 100 to 4000

Thickness (mm) 0.5t02.4 0.5t03
Alloy 1050 1050
Tempers 0,H12, H14,H16 | 0, H12, H14, H16
and H18 and H18
Finish Mill Finish Mill Finish
Inside Diameter (mm) 508 N/A
Outside Diameter (mm) 1500 max. N/A

CVG ALUNASA

Used principally for the production of
kitchen articles, sheets for roofs, trays
for bakery and metalmechanics
industry.




1. Circles. Coiled Sheet and Coiled Strip

Coiled Strip
_ Product supplied by CVG
Specification/ ALUNASA
Width (mm) 100 to 500
Thickness (mm) 0.5t02.4
Alloy 1050
R
Finish Mill Finish
Inside Diameter (mm) 508
s L i Used principally for the production of kitchen

articles, electrical accesories, canoes, isolation
of electrical cables and metalmechanics industry.
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2. IndustrialFoilfor Specialities

A Foil designed and made to expire with the specifications o
transformation of our clientsthis product is raw material for their
manufacturing process.

A 1t is divided into foil forroofs, thermal insulation, converter foil,
foil for semirrigid containers, foil for rewinding and air filters.
A Normally in presentations of roli§ 2 dzY 6 2 € ®

A Widths, thicknesses, mechanical properties change in agreemer
the final use
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2. IndustrialFoilfor Specialities

Foil for Roofs

Specification

Width (mm) 100 to 1500
Thickness (microns) 20to 50
Alloy 8011
Temper 0
Finish Bright / Matte

. . 76.2,150 or
Inside Diameter (mm) 152 4
Outside Diameter (mm) 790 max.
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Product supplied by
CVG ALUNASA




2. IndustrialFoilfor Specialities

Foil for Insulating Thermal

Specification Product supplied by
CVG ALUNASA
Width (mm) 100 to 1500
Thickness (microns) 10 to 150
Alloy 1050, 1100 Product elaborated by our
costumers
Temper 0

Einish Bright / Matte or

Bright / Bright
Inside Diameter (mm) 76'21’51252 -
Outside Diameter (mm) 790 max.
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